
Assembly	Instructions

ITEM PART NUMBER QTY DESCRIPTIO N

1 47082096 1 Dodge bracket LH

2 47082097 1 Dodge bracket RH

3 47082098 2 Dodge front strap bracket

4 16008075 10 ½ ” -13x1-¾ ”  Hex GRD 5

5 17008001 10 ½ ”  USS Washer

6 14110801 10 ½ ” -13 Lock Nut

7 16010085 4 5/ 8" -11x1-3/ 4"  Serrated Flanged Bolt Grd 5

8 14111011 4 5/ 8” -11 Serrated Flanged Nut

9 16009068 6 9/ 16” x12x5”  HHCS Grade 5

10 16009067 6 9/ 16” x12 crown lock nut

11 16011000 1 5/ 8"  Bolt Leader

1.     Remove spare tire and tighten tire carrier to prevent vibration noise.

2.     Remove existing bolts (3) each side.  Nuts may be tack welded.  If so, knock off and reuse with 

bolts.

3.     If applicable, remove factory hitch receiver.  Depending on model, hitch receiver may be attached 

by bolts and welds and must be cut off.  The cross tube behind the bumper is part of the bumper and 

should stay attached.  

4.     Attach mounting brackets (#1, 2) to the truck frame using 9/16” nuts and bolts (#9, 10).  Raise hitch 

frame to position and loosely install ½” bolts (#4) through frame and brackets.  Snug to hold in 

position with bolts and washers (#5, 6).  

5.     Loosely attach front straps (#3) to hitch frame with 1/2” hardware (#4, 5, 6).  Mark location for the 

front strap brackets on the truck frame.  These holes must be drilled for installation of the front straps. 

6.     After marking and drilling of holes for strap brackets, 5/8” flanged serrated bolts (#7) must be 

fishwired through frame using nearby access hole.  Align 5/8” bolts through frame, locking with nuts 

(#8).

7.     IMPORTANT: Torque to specification

a.            ½” diameter grade 5 bolts:  75 ft lbs

b.           9/16” diameter grade 5 bolts:  110 ft lbs

c.            5/8” diameter grade 5 bolts: 150 ft lbs

8.     IMPORTANT: when complete check all clearances between truck components and Quic’n Easy 

receiver hitch assembly.  A minimum of 2‐ ¼” between the spring casting and above obstructions is 

required to allow proper and safe operation.

9.     IMPORTANT: check hitch and mounting kit periodically for loose fasteners or weakened welds and 

structural members.


